O EASY UP ET/EASY UP

Tool-free Height adjustment system
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How To Use

To Fold

1-1.

Open the lever and pull the
stanchion all the way up to
the top.

1-2.

Turn the stem 90degrees to
the right,and slide it down
to the bottom. Tighten and
close the lever.

2.

Loosen the lever and pull
the stanchion all the way
up to the top, and turn 90
degrees to the left.

2-2.

Adjust height by moving
stanchion up and down.
Tighten the nut of the lever
and close the lever
secure-ly.

A Be sure the lever is tightened before riding.
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Parts brakedown 016

@Top cap

Clamp sleeve

@Stanchion

QR adjustment nut

Head set
tightening ring

O

@&24.4mm stanchion
end adapter sleeve

@QR lever

@Fixing bolt

Lower head set
spacer

@25.4mm stanchion
end adapter sleeve

Installation

1.

Push down the original star
nut to the bottom of the
steerer tube.

2.

Check the inner diameter of
the steerer. If the ID is 24.4
mm, replace the standard
254mm adapter sleeve
with the spare one in 24.4
mm.

3.

Make sure the clamping
bolts face to rider and the
QR lever at the right side.
Put the clamp onto the fork
steerer to the end. Be sure

J the lower head set spacer

close against the top of the
head set. Tighten the bolts
of the clamp clockwise with

4-1.
Tighten down the ring with
hand by clockwise.

4-2.

Further and  securely
tight-en down the ring with
the the lever of allen-key.

4-3.
Tighten the fixing bolts with
torque 3-4Nm

5.

Assemble back the stem at
center place and retighten
with its specified torque.
Fill in the top cap.

Remark

Height adjustment range is
subject to the fork steerer
length.




